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(5) Procedures for maintaining proper 
combustion air supply levels; 

(6) Procedures for operating the mu-
nicipal waste combustor unit within 
the standards established under this 
subpart; 

(7) Procedures for responding to peri-
odic upset or off-specification condi-
tions; 

(8) Procedures for minimizing partic-
ulate matter carryover; 

(9) Procedures for handling ash; 
(10) Procedures for monitoring mu-

nicipal waste combustor unit emis-
sions; and 

(11) Reporting and recordkeeping pro-
cedures. 

(f) The owner or operator of an af-
fected facility must establish a train-
ing program to review the operating 
manual according to the schedule spec-
ified in paragraphs (f)(1) and (f)(2) of 
this section with each person who has 
responsibilities affecting the operation 
of an affected facility including, but 
not limited to, chief facility operators, 
shift supervisors, control room opera-
tors, ash handlers, maintenance per-
sonnel, and crane/load handlers. 

(1) Each person specified in para-
graph (f) of this section must undergo 
initial training no later than the date 
specified in paragraph (f)(1)(i) or 
(f)(1)(ii) of this section, whichever is 
later. 

(i) The date prior to the day the per-
son assumes responsibilities affecting 
municipal waste combustor unit oper-
ation; or 

(ii) The date 12 months after the ef-
fective date of this subpart. 

(2) Annually, following the initial re-
view required by paragraph (f)(1) of this 
section. 

(g) The operating manual required by 
paragraph (e) of this section must be 
kept in a location readily accessible to 
each person required to undergo train-
ing under paragraph (f) of this section. 
The operating manual and records of 
training must be available for inspec-
tion by the EPA or its delegated en-
forcement agency upon request. 

[63 FR 63202, Nov. 12, 1998, as amended at 69 
FR 18803, Apr. 9, 2004] 

§ 62.14106 Emission limits for munic-
ipal waste combustor fugitive ash 
emissions. 

(a) The owner or operator of an af-
fected facility must not cause to be dis-
charged to the atmosphere from that 
affected facility visible emissions of 
combustion ash from an ash conveying 
system (including conveyor transfer 
points) in excess of 5 percent of the ob-
servation period (i.e., 9 minutes per 3- 
hour period), as determined by EPA 
Reference Method 22 observations as 
specified in 40 CFR 60.58b(k) of subpart 
Eb, except as provided in paragraphs 
(b) and (c) of this section. 

(b) The emission limit specified in 
paragraph (a) of this section does not 
cover visible emissions discharged in-
side buildings or enclosures of ash con-
veying systems; however, the emission 
limit specified in paragraph (a) of this 
section does cover visible emissions 
discharged to the atmosphere from 
buildings or enclosures of ash con-
veying systems. 

(c) The provisions specified in para-
graph (a) of this section do not apply 
during maintenance and repair of ash 
conveying systems. 

§ 62.14107 Emission limits for air cur-
tain incinerators. 

The owner or operator of an air cur-
tain incinerator with the capacity to 
combust greater than 250 tons per day 
of municipal solid waste and that com-
busts a fuel feed stream composed of 
100 percent yard waste and no other 
municipal solid waste materials must 
not (at any time) cause to be dis-
charged into the atmosphere from that 
incinerator any gases that exhibit 
greater than 10-percent opacity (6- 
minute average), except that an opac-
ity level of up to 35 percent (6-minute 
average) is permitted during startup 
periods during the first 30 minutes of 
operation of the unit. 

§ 62.14108 Compliance schedules. 

(a) The owner or operator of an af-
fected facility must achieve the incre-
ments of progress specified in para-
graphs (a)(1) through (a)(5) to retrofit 
air pollution control devices to meet 
the emission limits of this subpart. As 
specified in 40 CFR part 60, subpart B, 

VerDate Aug<31>2005 10:13 Aug 14, 2007 Jkt 211149 PO 00000 Frm 00444 Fmt 8010 Sfmt 8010 Y:\SGML\211149.XXX 211149rf
re

de
ric

k 
on

 P
R

O
D

1P
C

67
 w

ith
 C

F
R



435 

Environmental Protection Agency § 62.14108 

the compliance schedules and incre-
ments of progress apply to each owner 
or operator of an affected facility who 
is taking longer than 1 year after the 
date of publication of this subpart FFF 
final rule to comply with the emission 
limits specified in this subpart. 

(1) Submit a final control plan ac-
cording to the requirements of 
§ 62.14109(g). 

(2) Award contract(s): Award con-
tract(s) to initiate on-site construc-
tion, initiate on-site installation of 
emission control equipment, or incor-
porate process changes. The owner or 
operator must submit a signed copy of 
the contract(s) awarded according to 
the requirements of § 62.14109(h). 

(3) Initiate on-site construction: Ini-
tiate on-site construction, initiate on- 
site installation of emission control 
equipment, or initiate process changes 
needed to meet the emission limits as 
outlined in the final control plan. 

(4) Complete on-site construction: 
Complete on-site construction and in-
stallation of emission control equip-
ment or complete process changes. 

(5) Achieve final compliance: Incor-
porate all process changes or complete 
retrofit construction as designed in the 
final control plan and connect the air 
pollution control equipment or process 
changes with the affected facility iden-
tified in the final control plan such 
that if the affected facility is brought 
on line, all necessary process changes 
or air pollution control equipment are 
operating fully. Within 180 days after 
the date the affected facility is re-
quired to achieve final compliance, the 
initial performance test must be con-
ducted. 

(b) The owner or operator of an af-
fected facility must achieve the incre-
ments of progress specified in para-
graphs (a)(1) through (a)(5) of this sec-
tion according to the schedule specified 
in paragraphs (b)(1) through (b)(4) of 
this section, except as provided in 
paragraphs (c), (d), and (e) of this sec-
tion. 

(1) The owner or operator of an af-
fected facility that commenced con-
struction, modification, or reconstruc-
tion on or before June 26, 1987 and will 
take longer than 1 year after the date 
of publication of this subpart FFF (or 1 
year after a revised construction per-

mit or a revised operating permit is 
issued, if a permit modification is re-
quired) to comply with the emission 
limits of this subpart must achieve the 
increments of progress according to the 
schedule in table 4 of this subpart, ex-
cept for those affected facilities speci-
fied in paragraphs (b)(3) and (b)(4) of 
this section. 

(2) The owner or operator of an af-
fected facility that began construction, 
modification, or reconstruction after 
June 26, 1987 must achieve the incre-
ments of progress according to the 
schedule in table 5 of this subpart to 
comply with the emission limits of this 
subpart, except for those affected fa-
cilities specified in paragraphs (b)(3) 
and (b)(4) of this section. 

(3) The owner or operator of each 
specified affected facility in table 6 of 
this subpart must achieve the incre-
ments of progress according to the 
schedule in table 6 of this subpart. 

(4) For affected facilities that are 
subject to the schedule requirements of 
paragraph (b)(1) or (b)(2) of this sec-
tion, the owner or operator (or the 
State air pollution control authority) 
may submit for approval alternative 
dates for achieving increments 2, 3, and 
4. The owner or operator (or the State 
air pollution control authority) that is 
submitting these alternative dates 
must meet the reporting requirements 
of § 62.14109(m). 

(c) The owner or operator of an af-
fected facility that has ceased oper-
ation but will reopen prior to the appli-
cable final compliance date specified in 
paragraphs (b)(1) through (b)(4) of this 
section must meet the same compli-
ance dates and increments of progress 
specified in paragraphs (b)(1) through 
(b)(4) of this section. 

(d) The owner or operator of an af-
fected facility that has ceased or 
ceases operation of an affected facility 
and restarts the affected facility after 
the compliance dates specified in para-
graphs (b)(1) through (b)(4) of this sec-
tion must comply with the emission 
limits, requirements for combustor op-
erating practices, and operator train-
ing and certification requirements of 
this subpart upon the date the affected 
facility restarts. The initial perform-
ance tests required by § 62.14109(c) must 
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be conducted within 180 days after the 
date the unit restarts. 

(e) The owner or operator of an af-
fected facility that will be de-rated 
prior to the applicable final compliance 
date instead of complying with the 
emission limits of this subpart must 
meet the same increments of progress 
and achieve the de-rating by the final 
compliance date (specified in para-
graphs (b)(1) through (b)(4) of this sec-
tion) that would be applicable to the 
affected facility if it did not de-rate. 
The owner or operator of an affected 
facility that will be de-rated must 
meet the reporting requirements of 
§ 62.14109k. After de-rating is accom-
plished, the municipal waste com-
bustor affected facility is no longer 
subject to this subpart. 

§ 62.14109 Reporting and record-
keeping and compliance and per-
formance testing. 

(a) The owner or operator of an af-
fected facility must comply with the 
reporting and recordkeeping provisions 
listed in 40 CFR 60.59b of subpart Eb, 
except as provided in paragraphs (a)(1) 
through (a)(3) of this section. 

(1) The siting requirements under 40 
CFR 60.59b(a), (b)(5), and (d)(11) of sub-
part Eb and the notification of con-
struction requirements under 40 CFR 
60.59b(b) and (c) of subpart Eb do not 
apply. 

(2) 40 CFR 60.54b, 60.56b, and 
60.58b(g)(5)(iii) of subpart Eb do not 
apply to this subpart (see §§ 62.14105 and 
62.14107 of this subpart). 

(b) The owner or operator of an af-
fected facility must comply with the 
compliance and performance testing 
methods and procedures listed in 40 
CFR 60.58b of subpart Eb, except as pro-
vided in paragraphs (c) and (d) of this 
section. 

(c) The initial performance test must 
be completed within 180 days after the 
date of final compliance specified in 
§ 62.14108, rather than the date for the 
initial performance test specified in 40 
CFR 60.58b of subpart Eb. 

(d) The owner or operator of an af-
fected facility may follow the alter-
native performance testing schedule 
for dioxin/furan emissions specified in 
paragraph (d)(1) of this section. 

(1) If all performance tests for all af-
fected facilities at the MWC plant over 
a 2-year period indicate that dioxin/ 
furan emissions are less than or equal 
to 15 nanograms per dry standard cubic 
meter total mass, corrected to 7 per-
cent oxygen for all affected facilities 
located within a municipal waste com-
bustor plant, the owner or operator of 
the municipal waste combustor plant 
may elect to conduct annual perform-
ance tests for one affected facility (i.e., 
unit) per year at the municipal waste 
combustor plant. At a minimum, a per-
formance test for dioxin/furan emis-
sions shall be conducted annually (no 
more than 12 months following the pre-
vious performance test) for one af-
fected facility at the municipal waste 
combustor plant. Each year a different 
affected facility at the municipal waste 
combustor plant shall be tested, and 
the affected facilities at the plant shall 
be tested in sequence (e.g., unit 1, unit 
2, unit 3, as applicable). If each annual 
performance test continues to indicate 
a dioxin/furan emission level less than 
or equal to 15 nanograms per dry stand-
ard cubic meter (total mass), the owner 
or operator may continue conducting a 
performance test on only one affected 
facility per year. If any annual per-
formance test indicates a dioxin/furan 
emission level greater than 15 
nanograms per dry standrd cubic meter 
(total mass), performance tests there-
after shall be conducted annually on 
all affected facilities at the plant until 
and unless all annual performance 
tests for all affected facilities at the 
plant over a 2-year period indicate a 
dioxin/furan emission level less than or 
equal to 15 nanograms per dry standard 
cubic meter (total mass). 

(2) The owner or operator who is fol-
lowing the alternative performance 
testing schedule for dioxin/furan emis-
sions specified in paragraph (d)(1) of 
this section may choose an alternative 
testing sequence (e.g., unit 1, 3, 2, 4) for 
affected facilities at the municipal 
waste combustor plant. The owner or 
operator must submit a request to EPA 
for approval of the alternative testing 
sequence. After approval, the alter-
native testing sequence is effective 
until a different testing sequence is re-
ceived and approved by EPA. 
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